MASTER THESIS

PREPARATION AND MECHANICAL PROPERTIES OF PALM FIBER/POLYLACTIC ACID COMPOSITES

SUPERVISOR PROFESSOR KIYONIKA TAKAHASI

NAGOYA INSTITUTE OF TECHNOLOGY
GRADUATE SCHOOL OF ENGINEERING
MATERIALS SCIENCE AND ENGINEERING
ENTRANCE DATE: APRIL, 2005 17416169

NASRUL HATTA
(DATE OF SUBMISSION: 2ND FEBRUARY 2007)
修士論文

パームヤシ殻繊維/ポリ乳酸複合材料の作製と力学特性

指導教官 高橋清久 教授

名古屋工業大学大学院 工学研究科
博士前期課程 物質工学専攻
平成17年4月入学 17415163

Nasrul Hatta
(平成19年2月2日提出)
Master Thesis

Preparation and Mechanical Properties of Palm Fiber/Polylactic Acid Composites

Supervisor  Professor Kiyohisa Takahasi

Nagoya Institute of Technology
Graduate School of Engineering
Materials Science and Engineering
Entrance Date: April 2005  17415163

Nasrul Hatta
(Date of submission: 2nd February 2007)
Abstract

In recent years, the demand for environmental friendly materials based on biodegradable polymer and natural fiber has growth interest. In this work, a biodegradable composite from polylactic acid (PLA) and oil palm empty fruit bunch (palm fiber) were prepared by compression moulding. However there were several limitations especially related to the fiber-matrix adhesion. So the palm fibers were treated by γ-aminopropyl trimethoxysilane (APS) and methyl trimethoxysilane (MS) and also coated by polylactic acid (PLA) in varied percentage (5%, 10% and 15%). The effect of APS and MS treatment and PLA coating on the mechanical and dynamic mechanical properties of PLA/palm fiber composites was examined. Thermogravimetric analysis showed the decomposition temperature of palm fiber was shifted to higher when treated by APS and MS. The density and flexural properties of composites were found to increase with increasing fiber coating and increased by introduction of APS and MS treatment. From dynamic mechanical analysis, it was also observed that the APS, MS treated fibers and PLA coating fibers have improved the dynamic mechanical properties of the composites respectively. The fiber-matrix morphology in the untreated and treated composites was confirmed by SEM analysis of fracture samples. The micrograph showed the improvement of fiber-matrix adhesion by incorporation of APS and MS fiber treatment.
## Contents

<table>
<thead>
<tr>
<th>Chapter 1</th>
<th>Introduction</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>1.1</td>
<td>Research background</td>
<td>1</td>
</tr>
<tr>
<td>1.2</td>
<td>The purpose of research</td>
<td>4</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Chapter 2</th>
<th>Experimental</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>2.1</td>
<td>Raw materials</td>
<td></td>
</tr>
<tr>
<td>2.1.1</td>
<td>Palm fiber</td>
<td>5</td>
</tr>
<tr>
<td>2.1.2</td>
<td>Thermoplastic resin</td>
<td>5</td>
</tr>
<tr>
<td>2.1.3</td>
<td>Fiber surface treatment</td>
<td>5</td>
</tr>
<tr>
<td>2.2</td>
<td>Preparation of PLA sheet and palm fiber sheet</td>
<td>9</td>
</tr>
<tr>
<td>2.3</td>
<td>Surface fiber treatment</td>
<td>9</td>
</tr>
<tr>
<td>2.4</td>
<td>PLA coating</td>
<td>10</td>
</tr>
<tr>
<td>2.5</td>
<td>Preparation of sandwich composite</td>
<td>14</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Chapter 3</th>
<th>Measurement</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>3.1</td>
<td>Thermogravimetric analysis (TG/DTA)</td>
<td>16</td>
</tr>
<tr>
<td>3.2</td>
<td>Fourier Transform Infrared Spectrophotometer (FT-IR)</td>
<td>16</td>
</tr>
<tr>
<td>3.3</td>
<td>Density</td>
<td>17</td>
</tr>
<tr>
<td>3.4</td>
<td>Composition analysis</td>
<td>17</td>
</tr>
<tr>
<td>3.5</td>
<td>Three point flexural testing</td>
<td>18</td>
</tr>
<tr>
<td>3.6</td>
<td>Dynamic mechanical analysis (DMA)</td>
<td>19</td>
</tr>
<tr>
<td>3.7</td>
<td>Scanning Electron Microscopy (SEM)</td>
<td>19</td>
</tr>
</tbody>
</table>
Chapter 4  Results and Discussion

4.1 Thermogravimetric analysis 20
4.2 FT-IR analysis 21
4.3 Density of composites 21
4.4 Composition of palm fiber 22
4.5 Flexural properties 23
4.6 Dynamic mechanical analysis 26
4.7 Morphology 29

Chapter 5  Conclusion 49

References 51

Acknowledgement 53
Chapter 1  Introduction

1.1 Research background

In the past few decades, research and engineering interest has been shifting from monolithic materials to fiber reinforced polymeric composites materials. Fiber reinforced composites have received widespread attention because of unique combination of high performance and great versatility. These composite materials with high strength fibers like aramid, carbon and glass fibers now commonly used in aerospace, automotive, construction, leisure and sporting industries. However these fibers have several drawbacks such as no biodegradable, no renewability and reduce the wear of machinery\textsuperscript{1-2}.

With the increasing global energy crisis and ecological risks, the interest in using natural fibers such as plant fibers and lignocellulosics fibers as reinforcement in plastics has increased dramatically. These fibers may not be strong as a carbon and glass fibers but they have several advantages which potential to serve as an alternative substitution for artificial fiber composites like renewable, environmental friendly, low cost, lightweight and relatively good stiffness and strength. The cellular structures of plant fibers also provide good insulation against heat and noise. It has been reported that composites based on natural fiber are used extensively in automotive applications, building materials and household products\textsuperscript{3-6}.

In Malaysia, palm oil industry is the one of the major plantation industry. A large quantity of biomass generated from this industries like empty fruit bunch
(EFB), oil palm frond (OPF) and oil palm trunks. EFB is the main fibrous left in the palm-oil mill which obtained after the removal of oil seeds from fruit bunch for oil extraction. The production of EFB is estimated to be around 2.8-3.0 million tones per year and reported has increased by year. It also has been reported that the generated biomass from oil palm trunks is estimated to be around 0.5 to 1 million tones per year. These waste materials create tremendous environmental problems especially air pollution because they are disposed by burning. Therefore, economic utilization of these fibers will be beneficial.

In recent years, the use of biodegradable polymers has created new interest as a similar purpose of natural fiber, to protect the natural environment. Polylactic acid is an example of biodegradable polymer. It is also known as a biopolyester polylactide or PLA which synthesis from lactic acid monomers. In details, the polylactic acid is produced by the ring-opening polymerization of the cyclic lactide dimmer. The lactic acid can be derived by bacterial fermentation from a number of different renewable resources. For examples are corn starch and sugarcanes. It has been reported that in North America, the production of PLA by Cargill Dow LLC mainly derived from a corn starch with an annual production capacity of 140,000 metric tons. PLA is a versatile material, exhibits many properties that are equal or better than many petroleum-based plastics which makes it suitable for a variety of application. PLA is currently used in medical, textile and packaging applications. Hence, the advantages of PLA are can be recycled or alternatively disposed of by incineration.

However in producing composite based on natural fiber, there are several limitations like high moisture absorption and poor wettability. The most important problem need to be concerned is the fiber-matrix adhesion because the
properties of composites influenced by interfacial interaction between natural fiber and matrix. A good bond between polymeric matrix and fibers is required to transfer the load from matrix to stiff fibers through shear stresses at the interface. The compatibility and interfacial bond strength between natural fiber and polymer matrix are expected to be poor. This is due to the difference in nature between natural fiber and polymer matrix. Natural fibers are hydrophilic, contributed by hydroxyl groups in cellulose, lignin and hemicellulose, while thermoplastics are hydrophobic. The lack of good interfacial adhesion and poor resistance to moisture absorption made the use of natural fiber reinforced composites less attractive. This problem can be overcome by treating these fibers with suitable chemicals. Various chemical have been reported to enhance the compatibility between the constituent materials, these include 3-(trimethoxysilyl)propylmethacrylate and silane. These chemicals are incorporated hydroxyl groups on the fibers and increase the wetting effect of the resin on the fibers.
1.2 The purpose of research

In this research, composites were prepared from polylactic acid and palm fiber (natural fiber). In order to improve the adhesion between fiber and matrix, the palm fiber was treated by γ-aminopropyl trimethoxysilane (APS) and methyl trimethoxysilane (MS) and coated by PLA with varied percentage (5, 10 and 15wt%) in THF solution. The objectives of the research are

1) To characterize the effects of fiber treatment by γ-aminopropyl trimethoxysilane (APS) and methyl trimethoxysilane (MS) on the mechanical and dynamic properties of Palm Fiber/Polylactic Acid Composites.

2) To characterize the effects of fiber coating by polylactic acid (PLA) on the mechanical and dynamic properties of Palm Fiber/Polylactic Acid Composites.
Chapter 2  Experimental

2.1  Raw material

2.1.1  Palm fiber

Palm fiber sheet used in this research was produced from the oil palm empty fruit bunch fiber in fibrous form by fiber sheet production. The pictures of oil palm empty fruit bunch fiber in fibrous form and palm fiber sheet are shown in Fig. 1.

2.1.2  Thermoplastic resin

Polylactic acid (PLA) in pellet form with density of 1.17 g/cm³ was used as thermoplastic resin for fiber coating and sandwich composite. It was purchased from Mitsui Chemical Ltd. The synthesis and chemical structure of PLA is shown in Fig. 2.

2.1.3  Fiber surface treatment

Two types of silane coupling agent were used for the fiber surface treatment.

(1) γ-aminopropyl trimethoxysilane (APS) with molecular weight of 183.3 was supplied by Shin-etsu Chemical Ltd.

(2) Methyl trimethoxysilane (MS) with molecular weight of 136 was supplied by Toray Dow Corning Silicon Ltd

The chemical structures of these two types of coupling agent are shown in Fig. 3.
Fig. 1 Palm fiber composition of untreated composites, APS treated composites and MS treated composites.
Fig. 2 Synthesization and chemical structures of polylactic acid (PLA).
Fig. 3 Chemical structures of $\gamma$-aminopropyl trimethoxysilane (APS) and methyl methoxysilane (MS).
2.2 Preparation of PLA sheet and palm fiber sheet

PLA sheet was prepared by using hot compress moulding. Firstly, the PLA pellets were dried in vacuum oven at temperature of 60°C for 24 hours in order to remove the moisture. The dried PLA pellets were placed in stainless steel mould with thickness of 0.5 mm and pre heated for melting at temperature of 190°C for 10 minutes. Then it was pressed under pressure of 2.2 MPa for 1 minute and transferred to the water-cooling press machine. The melted PLA was cooled under pressure of 1.0 MPa for 10 minutes.

For the preparation of palm fiber sheet, the same method of preparing PLA sheet was used. However the palm fiber was prepared with thickness of 2 mm and the pre heating and press temperature was set to 200°C. The palm fiber sheet also cooled at the water-cooling press machine under pressure of 1.0 MPa for 10 minutes.

2.3 Surface fiber treatment

Palm fiber mat was treated by γ-aminopropyl trimethoxysilane (APS) and methyl trimethoxysilane (MS). 800g of treatment solution was prepared by adding 1%wt (8g) of coupling agent (APS or MS) in 792g of distilled water and stirred for 3 minutes for mixing. For the treatment, the palm fiber mat was soaked in treatment solution and stirred for 3 minutes before dried in oven at temperature of 110°C for 20 minutes. The dried palm fiber mat then was cleaned by soaking and stirring in methanol for 10 minutes and dried at the room temperature for 24 hours before used. Diagram of the fiber treatment is shown in Fig. 4 and the chemical reaction of the fiber treatment by APS and MS are shown in Figs. 5 and 6.
2.4 PLA coating.

Palm fiber mat was coated by polylactic acid (PLA) with varied percentage of PLA (5, 10 and 15 wt%) dissolved in tetrahydofuran (THF) solution. The palm fiber mat was soaked in solution and dried in vacuum oven at temperature of 60°C for 2 hours.
Fig. 4  The diagram of fiber treatment.
Fig. 5 Chemical reaction of fiber treatment by $\gamma$-aminopropyl trimethoxysilane (APS).
Fig. 6  Chemical reaction of fiber treatment by methyl methoxysilane (MS).
2.5 Preparation of sandwich composite.

Composite with thickness of 3 mm was prepared by sandwiching one palm fiber mat between two layers of PLA sheets. Composite thickness was controlled using a 3 mm stainless metal mould plate. One layer of palm fiber mat was placed between two PLA sheets in parallel arrays and the whole assembly was carefully placed in a stainless steel mould. The 3 mm stainless steel mould was placed on a carver hot press machine and pre heated at temperature of 190°C for 10 minutes before pressed under pressure of 2.2 MPa for 1 minute. Then the stainless steel mould was removed from the hot compress machine and quickly cooled down by water-cooling press machine under pressure of 1.0 MPa for 10 minutes. Sandwich composite was removed from the stainless steel mould and then prepared for measurements and analysis. The flow chart of preparation of sandwich composite is shown in Fig. 7.
Fig. 7 The diagram of preparation of sandwich composites.
Chapter 3  Measurement

3.1 Thermogravimetric Analysis (TG/DTA)

The thermogravimetric analysis were carried out on untreated palm fiber, APS treated palm fiber, MS treated palm fiber and PLA by using a TG/DTA200 (SEIKO Electronic Ltd) in order to measure the weight loss in relation to change in temperature. The measurement condition is shown below.

Measurement condition

<table>
<thead>
<tr>
<th>Sample weight</th>
<th>about 10mg</th>
</tr>
</thead>
<tbody>
<tr>
<td>Measurement temperature</td>
<td>30°C~600°C</td>
</tr>
<tr>
<td>Heating rate</td>
<td>10°C/min</td>
</tr>
<tr>
<td>Atmosphere</td>
<td>N₂, 200ml/min</td>
</tr>
</tbody>
</table>

3.2 Fourier Transform Infrared Spectrophotometer (FT-IR)

Untreated palm fiber, APS and MS treated palm fiber were analyzed by FTIR analysis. The equipment used was Fourier Transform Infrared Spectrophotometer Impact 400 (made by Nicolet Ltd). The purpose was to determine the hydroxyl group of palm fiber and the effect of APS and MS treatment on palm fiber. The analysis was carried out by using potassium bromide (KBr) and followed the following condition.
Analysis condition

Frequency area   400 cm$^{-1} \sim$ 4000 cm$^{-1}$
Number of scan  16
Resolution       4 cm$^{-1}$

3.3 Density

Samples with dimension (volume, $V$) of 10 mm $\times$ 10 mm $\times$ 3.5 mm were used for density measurement. The samples were dried in vacuum oven at temperature of 60°C for 12 hours before measure their weight ($m$). Density ($\rho$) of the samples were calculated from the weight and volume as a following equation.

$$\rho \ \text{[g/cm}^3\text{]} \ = \frac{m}{V}$$

3.4 Composition analysis

Composition were determined on samples with dimension of 70 mm $\times$ 10 mm $\times$ 3.5 mm. The samples were dried in vacuum oven at temperature of 60°C for 12 hours in order to remove the moisture before measured their weight ($m$). Then they were soaked and stirred in THF solution for 24 hours. The PLA was dissolved in THF and only palm fiber left. The weight of extracted palm fibers was measure and marked as $m_2$. Composition of the samples were measured by weight ratio ($W$) as a below equation.

$$W = \frac{m_2}{m_1}$$