

	
	
	
	
	

		
		
			

				
					
					
					
					[image: Logo]					
					
						Twitter
	Facebook
	Instagram
	Medium


				
				
				
				  404 File not Found
				

				Could not find the file: /id/eprint/7214/1/IC3E_2015_submission_177.pdf
The file you are trying to access may be related to this item:



    M.H. Osman1, M.H. Osman1 and N.F. Tamin, N.F. Tamin and M.N. Ahmad1, M.N. Ahmad1 and M.N. Ahmad1, M.N. Ahmad1 and M.K. Wahid, M.K. Wahid and N.A. Maidin, N.A. Maidin and , M.H. Abu Bakar, , M.H. Abu Bakar and A.A. Azahar2, A.A. Azahar2
  

(2018)

Effect of cutting parameters on surface roughness in dry drilling of AISI D2 tool steel by using Taguchi Method.


    Journal of Advanced Manufacturing Technology, 12 (1).
     pp. 535-545.
     ISSN 1985-3157
  


  



If you reached this page by following a link within the repository, please contact the UTHM Institutional Repository administration.  Otherwise, please check that you have typed the URL in correctly, or contact the person or site that supplied you with this URL.

    

			

		


		
		
		
		
		
			

				
					
					  
						
							
							
							
							
							
							
						

					  

					

				

				
					
						USER MENU

					
					
					
					
							Login


						
					

						
					
					  
					
							home
	about
	
								Browse
									browse by years
	browse by subjects
	browse by divisions
	browse by authors


							
	Help
	Policies
	Repository Statistics


					

				

			
				
					
		
			© Nov 2017 - Powered by APW Themes & Theme by Agung Prasetyo Wibowo.

		
    

			

		


	


		
		
		
		
